BIR0

HEAVY HORSEPOWER GRINDER
OPERATING MANUAL & PARTS LIST

Models 342, 542, 548, 552, 7542, 7548, 7552, 1056, 1556
Applicable on HHP Grinders starting with Serial No. 2250

¢ IMPORTANT NOTICE ¥

This Manual contains important
safety instructions which must
be strictly followed when using

this equipment.
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INSTALLATION
A\ WARNING

TO AVOID SERIOUS PERSONAL INJURY
PROPERLY INSTALL EQUIPMENT IN ADEQUATE WORK AREA

ALWAYS Use Qualified Technician and Electrician for Installation.
ALWAYS Connect to Proper Voltage & Phase.

ALWAYS Install Equipment in Work Area with Adequate Light and Space Away From Children
and Visitors.

ONLY Operate on a Solid, Level, Non-Skid Surface.
NEVER Bypass, Alter, or Modify This Equipment in Any Way From Its Original Condition.
NEVER Operate With Tray And/Or Tray Guard Removed.

NEVER Operate Without all Warning Labels Attached and Owner/Operator Manual Available to
the Operator.

UNCRATING AND SET UP

1. Read this Manual thoroughly before installation and operation. Do not proceed with installation and operation if
you have any questions or do not understand anything in this Manual. Contact your local Distributor, or BIRO
first.

2. Install machine on a level, solid, non-skid surface in a well-lighted work area away from children and visitors.

A ALWAYS LEVEL MACHINE BEFORE USING

3. After installing machine in operational area, it is imperative that the four adjusting legs be adjusted to level the
machine and also eliminate rocking.

4, This machine is complete except for a knife and plate. There is a bowl shipping plug (stamped steel) placed in
the output end of the grinding bowl to retain the grinding worm during shipment. REMOVE THE BOWL
SHIPPING PLUG AND THE GRINDING WORM.

A\ WARNING

5. After checking and making sure the power supply is correct, plug in your machine. NEVER OPERATE
MACHINE WITHOUT TRAY AND GUARD INSTALLED (Machine will not run with tray removed).




6. Machine must be properly grounded. Use qualified electrician to install according to building codes,
MOTOR WIRING AND ELECTRICAL REQUIREMENTS

(1) Interchange of current is made in motor outlet box. Leads are properly marked. Changing instructions are
on the motor plate or motor outlet box,

(2) All grinders are wired 220 volts unless otherwise specified. Be sure motor specifications (voltage, cycle,
phase) match power supply line. Be sure line voltage is up to specification.

(3) Electrical connections to be accordance with safety codes and MNational Electrical Code.
(4) Rated voltage of the unit shall be identical with full supply voltage.
(3) Voltage drop on the supply line shall not exceed 10% of full supply voltage.

(6) The feederline conductor size in the raceway from the branch circuit to the unit must be correct to assure
adequate voltage under heavy starting and short overload conditions.

(7) The feederline conductor shall only be used for the supply of one unit of the relevant horsepower. For
connections of more than one unit on the same feederline, a local electrician will have to be consulted to
determine the proper conductor size,

(8) The size of the electrical wiring required from the power source to the grinder on the 3, 5, 714 HP Grinders is
a MINIMUM OF No. 10 WIRE. On the 10 & 15 HP Grinders a MINIMUM OF Mo. 8 and No. 6 respectively.

(9) The BIRO Manufacturing Company is not responsible for permanent wiring, connection or installation.

NOTE TO OWNER AND ELECTRICIAN: IF THIS MACHINE IS NOT CORD
AND PLUG CONNECTED TO THE ELECTRICAL SUPPLY SOURCE, THEN IT
A SHOULD BE EQUIPPED WITH, OR CONNECTED TO, A LOCKABLE,
MANUALLY-OPERATED DISCONNECT SWITCH (OSHA 1010.147).
MOTOR SPECIFICATIONS
HP KW VOLTS HZ PH AMPS
3 2.2 208/220 60 3 11/10
3 22 440 60 3 5
3 2.2 550 60 3 4
5 4 208,220 60 3 17/16
5 4 230 60 1 27
5 4 440 60 3 B
5 4 550 60 3 6.4
7.5 5.5 208/220 60 3 23/22
7.5 5.5 440 60 3 11
10 7.5 208/220 &0 3 27/25.6
10 7.5 440 60 3 12.8
10 7.5 550 60 3 10
15 11 208220 60 3 41/39
15 11 440 &0 3 19.5



10.

11.

12,
13.

. Located on the side of the machine is a toggle handle that activates the internal on/off switch. The interlock

safety switch is mounted to the top of the internal switch and will break contact with the magnetic starter should
the tray be removed.

A\ cAuUTION

. Turn the toggle handle to the "ON" position. CHECK THE ROTATION OF THE WORM DRIVE SHAFT:

ROTATION MUST BE COUNTER-CLOCKWISE as indicated by the rotation decal affixed to the grinding bowl.
ROTATION MUST ONLY BE CHECKED WITH THE GRINDING WORM REMOVED, otherwise serious
irreparable damage may occur to grinding components.

If machine runes clockwise (backwards), it must be rewired to correct rotation, otherwise serious irreparable
darnage may occur to grinding components.

Insert worm assembly into grinding bowl, place knife (sharp edges out) onto the square end of the worm
assembly. The breaker plate slides over the worm knife drive pin, and is held from rotating by pins in the grinding
bowl. Put on the retaining ring.

A\ CAUTION

ONLY HAND TIGHTEN RETAINING RING

For best results, use knife and plate as a set. Do not operate machine for any period of time without product
in the grinding bowl. This will cause heating and dulling of the knife and plate.

Check placement of all warning labels and Manual. Machine is now ready for trained operators to process
product.

Use meat deflector attached to tray to eliminate meat splatter.

Contact your local Distributor or BIRO directly if you have any questions or problems with the installation or
operation of this machine.



MAINTENANCE

A\ WARNING

ROTATING GRINDING WORM
TO AVOID SERIOUS PERSONAL INJURY

ALWAYS Turn Off, Unplug From Power Source and Perform Lockout/Tagout Procedure to This
Machine BEFORE Servicing.

NEVER Touch This Machine Without Training and Authorization By Your Supervisor.

NEVER FPlace Hands Into Machine Input or Output Openings.

NEVER Bypass, Alter, or Modify This Equipment in Any Way From Its Original Condition.
PROMPTLY REPLACE Any Worn or lllegible Labels.

USE ONLY GENUINE BIRO Parts and accessories Properly Installed.

A. GRINDING BOWL INSTALLATION

1.

Mount the grinding bowl on the two threaded studs on the front of the machine. Tighten in position with
provided nuts.

2. Place the grinding worm in the grinding bowl and fully seat rear drive tang into worm drive shaft.

3. Install knife, breaker plate and end retaining ring.

A\ CAUTION

ONLY HAND TIGHTEN RETAINING RING

When the bowl assembly is mounted and tight, there should be approximately 144" gap between the back
inside wall of the bowl and the back of the worm (SEE FIGURE 1). The bowl ring wrench which is provided

with each grinder is used only for REMOVAL of the end retaining ring for cleaning purposes or for changing
knife and breaker plate,

To check wear: With bowl assembly removed, place a straight edge across outside flange of aluminum
bearing housing. The end of the worm drive shaft should just contact the straight edge, i.e. flange face and
worm drive shaft end should be in the same plane (SEE FIGURE 2).

— 1/8" (3mm)

(

FIG. 1 FIG. 2
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B. BEARING HOUSING LUBRICATION

1. Unplug grinder from power source and perform lockout/tagout procedures.

2. Remove bolted on tray.

3. Check and relubricate with good grade of lithium bearing grease semi-annually.
4. Reinstall tray and bolt on tightly.

C. ROLLER CHAIN AND DRIVE SPROCKET LUBRICATION

Chains should be protected against dirt and moisture. Chain life will vary appreciably depending upon its lubrica-
tion. The better the lubrication, the longer the chain life.

Lubrication effectiveness will vary with the amount of lubrication and frequency of application. Ideally, a lubricant
film should always be present between the working parts. Manually lubricate the chain as often as is needed (possibly
once a week),

Lubricating just the outside of the chain does little good. Apply lubrication on the inside of the chain span so that it
will work through the moving parts and joints by centrifugal force as the chain rotates and reach the area where one
surface "scrubs” another.

Recommended types of chain lubricant are those with Molybdenum Disulphide or Graphite added. Also bonded lu-
bricants such as Dow Corning's Molykote 321R or equivalent are excellent for open chains. The lubricant should be of
a viscosity whereby it will “flow” somewhat and penetrate the internal working surfaces. Thick stiff greases are of little
value because they cannot work into moving parts of the chain.

Symptoms of Inadequate Lubrication:
1. Excessive noise

Chain becomes stiff

Chain runs hot

Broken pins, bushings or rollers

U

Excessive chain elongation — caused by wear on the pin outside diameter and pushing inside diameter
Once a chain is elongated or worn past acceptable limits, jumping of sprocket teeth and/or improper
chain/sprocket mesh will occur.

1. Unplug grinder from power source and perform lockout/tagout procedures.

2. Remaove bolted on tray.

3, Spray or brush lubricant on inside of chain, slowly and carefully turning large sprocket by hand.
4, Reinstall tray and bolt on tightly.



CLEANING
A\ WARNING

ROTATING GRINDING WORM
TO AVOID SERIOUS PERSONAL INJURY

ALWAYS Turn Off, Unplug From Power Source and Perform Lockout/Tagout Procedure to This
Machine BEFORE Cleaning or Seruvicing.

ONLY Use Recommended Cleaning Equipment, Materials and Procedures.

NEVER Spray Water or Other Liquid Substances Directly at Motor, Power Switch or any Other
Electrical Components.

ALWAYS Thoroughly Clean Equipment at Least Daily.
CLEANING THE BIRO HEAVY HORSEPOWER GRINDER

1. Disconnect grinder from power source and perform lockout/tagout procedures.

2. Remove grinding bowl end ring, breaker plate, knife and grinding worm.

A\ CAUTION

DO NOT SPRAY DIRECTLY AT ELECTRICAL COMPONENTS

3. Machine is now ready to be cleaned using warm soapy water and rinsed with clean water. Machine may be
cleaned by power spray washing, taking care to not spray directly at any electrical controls.

4, The grinding bowl can be removed for cleaning if desired. This is accomplished by removing the two nuts on the
back flange of the grinding bowl.

5. After machine has been cleaned and allowed to air dry, all exposed metal surfaces should be coated with a good
food grade light oil or grease.



IMPORTANT: Must have Model and Serial Number when ordering Parts

MAIN BODY AND DRIVE SYSTEM FOR
3, 5 AND 715, HORSEPOWER GRINDERS

Applicable on Choppers Starting with Serial No. 2250

Part Mo, Description
653PS .......... Warning decal
63535P .......... Wammg decal, Spanish
H301 ............ Bearing box, aluminum
H301A . ........... Bearing box assembly
H302 . Main drive shaft, 233 = 1519 long
H303......... Shaft collar, 254 = 1V long
H304 ........... Shaft mut, 234 = 114 long
H305............ Shaft spacer, 294 = 1145
H306 .................. Grease brg. box
H307 ....... Bearing box grease fitting, Ua
H308 ....... Main shaft key, 34 = 3% Iung
H309 ....... R
H310A ............... Front be.anng c
and cone as&eml‘;g
H311A Rear bearing cup
"and cone assembly
H313 .............. Bowl studs, 15 = 3V
H317 ... ... ..... Switch rod, ¥ = 2004
H318 .. ......... Aluminum switch cam
(Ser. 90309 1o 11260)
H31B-1 .............. Switch cam, {1{:
{before 9039 E- after 11260)
H319 ... . i, witch handle
H322 . ............ Cmnectinn box cover
H324 .............. Base fee, 114", black
Epe coupling
H325A............. Base plate assembly
H327-11 ........ Aluminum legs, 1145« 11

H328 . ... ... .......... Switch rod collar
H331 ... . . Roll pin, Vs * @
H333........ Model £ serial number plate
H335A . .............. Bevel collar trim 8"
wifastener
H346 . ................. Connection box
Hi6e ......... 14-13 hex nut, bowl & bowl
stud locknut
H3sz2 .. .... Motor pinion — 19 tooth - 60 Hz
H382-1. . . . Motor pinion — 22 tooth for 50Hz
H383 .............. Sprocket = 141 tooth
Hig4 . ................. 35-4 roller chain
H384-1 .. ... .. ... ... SEE INSERT
H384-2 "ATAT
H384-3 RIGHT
H386A . . .. 85 case assembly
H389-1 ......... Cﬂmage bolt, 5g-18 = 4
H390 . ... Hexnut, 1413 motor attachment
H406 ... ... .. ... .... Grease for chain
H425 . .............. Maotor shim 2" = 11"
H432 . ... ...... Box end bowl wrench 34
Ha62 .. .. . ..... Guard for switch toggle
H462-1 .................. Guard ferrule
HAT6 ... ... ... .... Hex nut S5 55-18
H591 ............... Bushing, switch rod
H591-1 ............... Bushing lock nut
92 .. ... Star washer, switch rod bushing

[ wasvine)

Motor Section

Part Mo. Description
H379 . ............ 3 hp, 220/440-50/60-3
H380-0 .. ... . . 5 hp, 220/440-5(0/60-3
]—EI-BD-I 5 hp, 220-50/60-1
[SECTI T hp, 220.-"44{!50."603
INSERT A

To convert machines 5/M2250
to 3173 equipped with 2
Silent Chain, 215" Silent
Chain, or 35-3 Roller Chain will
require:

1 Ea. H3B2 Motor Sprocket
1 Ea. H383 Main Sprochet
1 Ea. H384 35-4 Roller Chain

HS91-1—_
ki
Tr
H392
H366
ﬂ/\ﬂ H309
H313 T H3D3 — |
H335A
H301
H3lZ2
i H432
H324

H3Z27-11 ————=

L
H462 HABEA
H4627 l_
Ha1e —
\5,\_ 1’ H383
Y—U" — H34e
H307 H305
H3104 H311A
H208
Hage
T =— H304
Hao2
Y = H309
/ H384
SEE e | H3B4-L
INSERT H3g4-2 no|
H3B4-3 :
E T )
- H28e
H3B |
]
L




IMPORTANT: Must have Model and Serial Number when ordering Parts

MAIN BODY AND DRIVE SYSTEM FOR
3, 5 AND 715, HORSEPOWER GRINDERS

Applicable on Choppers Starting with Serial No. 2250

42 Bowl Section

Model 342 — 3 HP — #42 size bowl — tinned
Model 548 — 5 HP — #48 size bowd — tinned
Model 552 — 5 HF — #52 size bowl — tinned

GRINDER HORSEPOWER ANMD BOWL SIZE AVAILABLE

Model 7548 — 7.5 HP — #448 size bowl — tinned
Model 7552 — 7.5 HP — #52 size bowl — tinned

48 Bowl Section

52 Bowl Section

Part, Murniver Description Part Mumber Desoription Part Mumber Description
HC42A.................. Bowl Assembly HC48A. ... ... .. ........ Bowl assembly HCS52A. . . Bowl assembly
HC42 . ... ... i Bowl e HCS52 . .. . . Bowd
HS42A . . . Waorm assermnbly HS48A................. Worm assembly HS52A. . - Worm assemtﬂ:.r
HR42/48 Ring T ing HRS52.. . ... ... Ring
HK48 . - Knife drive pin HK48 . .................. Knife drive pin HEKS2......... Knife drive pin, fine thread,
HP48 . ........ ... Bowl Pin HPaB .. ...................... pin to #26795
H340 ............ Mluminum ring wrench H340 ............ Aluminum ring wrench HKS52/56 . Knife drive pin, coarse thread,
Mi 1 #26796 on
- HP52 . . . Bowl pin
JLWARNING H340 ............. . Alurninum ring wrench
[0 HIT ATTENFT TO FERRIE H441
THEE UNIT WTTH Fewr
ETEE T |
i
' M Tray Section For
| | -5F H3EE-14 |
| rasETsRTEA H3B9-1 = li388-2a [ 3, 5, 7 Horsepower
| = | Part Mumniber
_ S— - e - — H339-1 .......... Spurt guard fnr 85 l‘.rag
ﬁ a7 Hag? | H3BB-1A . ..... Left hand tray assembly, 5
) . - /__ o J H388-2A ... .. Right hand tray assembly, SS
,-"_"l "‘;"' [e a | H338-SFT-2A......... Tray guard assem.
H407 I 7 for S5
H476— H512 H387....... Tray angles, 0625 = 134 = 2!
391 HS12-1 H389-1 ......... Carriage bolt, 55-18 = 4
H404SFT........... Stomper, 1215" Iunq
HA0&5F T H4045FT-51LD . ..... Saolid stomper, 1214
: o i H407 . ......... Wsng nut, ¥ SS tray only
CL - = w H441 . e Warmning decal
/ H476 | ‘Hex nut 55 %5-18
HR 4248 £ Haan S — ﬁlh H477 . _ 'S5 stand off for tray guard
Y, HRSZ T Hs12.......... . Magnet housing
: [ H512-1 .. ... "Magnet ser. no. 26628 on
E — ] i
B : |
il | HEa2
y 1 — f=—— HL4H i:
i HCS2 ‘|_: [
f HS42h — U L]
| HE4BA - HP 48
L HES2A e
BOWL, RING, & WORM IDENTIFICATION
ALL DIMENSIONS IN INCHES
MODEL | 42 48 52 ITEM NO.| HR42/48 | HRS2 MODEL | 42 48 52
ITEM WD.| HC42 | HC48 | HCS2 3 7-13/16 | 9.00 ITEM NO.| HS42A | HS4BA | HSS52A |
) 5.00 500 | 6-1/2 HAJOR|  Sgp f-1/2 C 10-5/16 | 13-7/8 | 12-13/16 |
B 10-9/32 [13-27/32(13-7/32 F it : i 11-13716 | 15-3/8 | 15-1/16
J H 481 6.31 o
G 3-9/16_ | 4-21/32

/

AFTER SERIAL NO, 2230

.

>

o

AFTER SERIAL NO. 2250

AFTER SERIAL NO. 2230




IMPORTANT: Must have Model and Serial Number when ordering Parts

ELECTRICAL CONTROLS
3, 5 AND 71, HORSEPOWER GRINDERS

FROM SERIAL NO. 2250 TO
SERIAL NO. 5239

ORIGINALLY EQUIPPED WITH ALLEMN BRADLEY
609-BAA MANUAL STARTER WITHOUT MAGNETIC
SAFETY SWITCH. THESE SWITCHES ARE OBSO-
LETE AND MUST BE UPDATED TO THE APPROPRI-
ATE AEG EQUIVALENT. ORDER H478AE (SPECIFY
HP AND VOLTS TO COMPLETE NUMBER). AEG
SWITCH ASSEMBLY MUST BE INSTALLED BY A
QUALIFIED BIRO SERVICE AGENCY.

- _ ."I
4 S /
fs’ ° !f
r)
T
— =— CASE
|
Y H318
| H457
.1
|
J 609-BAA
STARTER

FROM SERIAL NO. 9039 TO
SERIAL NO. 11260

ORIGIMALLY EQUIPPED WITH ALLEN BRADLEY
609U-BAA MANUAL STARTER WITH MAGNETIC
SAFETY SWITCH. THESE SWITCHES ARE OBSO-
LETE AND MUST BE UPDATED TO THE APPROPRI-
ATE AEG EQUIVALENT. ORDER H478AE (SPECIFY
HP AND VOLTS TO COMPLETE NUMBER). AEG
SWITCH ASSEMELY MUST BE INSTALLED BY A
QUALIFIED BIRO SERVICE AGENCY.

= G09U-BAA
STARTER

CONVERSION TO
AEG STARTER &

FROM SERIAL MO. 2250 TO SERIAL |
NO. 11260 WHEN REPLACING AN AL- |
LEN ERADLEY SERIES 609 STARTER :
WITH AM AEG STARTER. MEW HOLE |
LOCATIONS MUST BE DRILLED IM I'.
THE MACHINE CASE FOR MOUMNTIMG !
THE STARTER AND RELOCATING |
THE SWITCH ROD AS SHOWHN IN THE ".
DIAGRAM. |

1=22038
1 '

A
A
e

[ —
-

23764 BiA DRILL,
%, THAL

[SFe]

b B TR

A
21764 HA DAL, THEU
427 HOLEE

I-27s3e

1-3/1&

18-F78 REF, ————————————

EROWT HALF OF CASE
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