MODEL
1433FH
FIXED HEAD
POWER MEAT CUTTER
OPERATING AND PARTS MANUAL

Y  IMPORTANT NOTICE %X

This Manual contains important
safety instructions which must
be strictly followed when using

this equipment.



INSTALLATION

A\ WARNING

TO AVOID SERIOUS PERSONAL INJURY, PROPERLY INSTALL
EQUIPMENT IN ADEQUATE WORK AREA

ALWAYS Read Operating And FParts Manual BEFORE Installation.
ALWAYS Use Qualified Technician And Electrician For Installation.
ALWAYS Install Equipment In Work Area With Adequate Light And Space.
ONLY Install On A Solid, Level, Non-Skid Surface .

DO NOT Attempt To Operate This Machine Until It Has Been Inspected And Demonstrated By The
Seller—Recognized BIRO Representative.

DO NOT Alter Or Modify This Machine In Any Way From Its Original Form. This Machine In Its Origi-
nal Form Meets The Intent Of O.5.H.A. Applicable Standards.

NEVER Operate With Saw Guard On Saw Guide Bar In The Raised Position Or The Saw Guard
Removed From The Saw Guide Bar.

NEVER Operate Without All Warning Labels Attached and Wall Chart Posted.
USE ONLY BIRO Part And Accessories Properly Installed.

1. Read this Manual thoroughly before installation and operation. Do not proceed with installation and operation if you
have any questions or do not understand anything in this Manual. Contact you local Distributor or Biro first.

2. Install machine on a level, solid, non-skid surface in a well-lighted work area away from children and visitors.

A ALWAYS LEVEL MACHINE BEFORE USING

3. After installing machine in operational area, it is imperative that the four adjusting leg hex bolts be adjusted to level
the machine.

4. To install the meat gauge plate assembly to the machine. Loosen the lock knob and remove the gear rack. Slide the
rmeat gauge arrm over the gear rack. Be sure to hold meat gauge arm so that the release handle is depressed.

Replace the gear rack in mounting brackets. Tighten the lock knob. Keep gear rack well oiled with a food grade oil
to ensure free movernent




5. Place removable finger lift with saw guard assembly on the saw
guide bar and fasten in place with four paint finger lift fastener
knob.

6. The side platter bracket is packed loose in the machine and
rmust be installed on the left side of the base structure with the
supplied hardware and checked for proper adjustment.

FINGERLIFT
ASSEMBLY

7. Machine MUST be properly grounded. (se qualified electrician to install according to applicable building codes.
WIRING MOTOR

(1) Interchange of motor current is made in motor outlet box. Leads are properly marked. Changing instructions
are on motor plate or inside junction box cover.

{2) All cutters are wired for 220 volts unless otherwise specified. Be sure motor specifications (voltage, cycle, phase)
match power supply line. Be sure line voltage is up to specifications.

(3) Connect leads to machine in a manner that is approved by local electrical inspectors.

(4) We recommend no less that No. 12 wire. If leads are too light, machine may not have sufficient cutting power
and/or speed.

(5) The drive belt is packed loose in machine to prevent deformation and must be installed on pulleys at time of
wiring motor.

(6) The BIRO Manufacturing Company is not responsible for permanent wiring, connection or installation.

NOTE TO OWNER AND ELECTRICIAN: IF THIS MACHINE IS NOT
CORD AND PLUG CONNECTED TO THE ELECTRICAL SUPPLY
SOURCE, THEN IT SHOULD BE EQUIIPED WITH, OR CONNECTED
TO A LOCKABLE, MANUALLY-OPERATED DISCONNECT SWITCH
(OSHA 1010.147).

8. All machines are tested at the factory, but electrical phasing for proper rotation may not match your electrical supply.
All Model 1433 have removable lower wheel.. All machines with removable lower wheel must be first test run for
proper phasing with the lower wheel removed. Failure to remove the lower wheel could cause the wheel to become
dislodged during testing. All machine with removable lower wheel will display the following decal on the right hinged
base door.

** Thip saw has been squipped wilh 3 "REMOVABLE” lower wheal **

ATTENTION: ELECTRICIAN /SERVICL TECHNICIAN
*s READ FIRST BEFORE STARTING POWER CUTTER **

IMPORTANT

This saw has been
sectrically tested at the
faclory, but electrical
phasing for proper
rolation may nol match
your electrical supply.

WITH LOWER SAW
WHEEL REMOVED,

check rotation of shatl.
Rotation must be
counterclockwise
when facing shaft.
Failure to confirm
wheel disiodging.
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