BIRO

MODEL 22 POWER MEAT CUTTER
OPERATING AND SERVICE MANUAL
REVISED — SERIAL NO. 35301 ON

vr  IMPORTANT NOTICE ¥

This Manual contains important
safety instructions which must
be strictly followed when using

this equipment.
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INSTALLATION
A\ WARNING

TO AVOID SERIOUS PERSONAL INJURY
PROPERLY INSTALL EQUIPMENT IN ADEQUATE WORK AREA

ALWAYS Use Qualified Technician and Electrician for Installation.

ALWAYS Install Equipment in Work area with adequate Light and Space.
ONLY Operate on a Solid, Level, Non-Skid Surface.
NEVER Operate With the Saw Guide Bar with Saw Guard in the Raised Position or the Saw

Guard Removed from the Saw Guide Bar.

ALWAYS Adjust Saw Guide Bar With Saw Guard to Within 14" of Product to be Cut.
NEVER Operate Without all Warmning Labels Attached and Wall Chart Posted.

1.

Read this Manual thoroughly before installation and operation. Do not proceed with installation and operation if
you have any questions or do not understand anything in this Manual. Contact your local Distributor, or BIRD
first.

. Install machine on a level, solid, non-skid surface in a well-lighted work area away from children and visitors.

A ALWAYS LEVEL MACHINE BEFORE USING

After installing machine in operational area, it is imperative that the four adjusting leg bolts be adjusted to level the
machine and also to eliminate rocking.

. To assemble meat gauge plate (Part No. A14275) to the machine; Loosen the lock knob (Part Mo. 272-10) on the

right side meat gauge bracket. Remove the meat gauge gear rack (Part No. 12272-3AL) and insert into the meat
gauge plate. Re-install the gear rack by first inserting the rectangle end in to the left hand meat gauge bracket,
then swing the right hollow round end of the gear rack into the original lock position. {pon aligning the gear rack
with the cap screw (Part Mo. 272-11), tighten the lock know clockwise, fastening the locking cap screw into the
hollow end of the gear rack, CHECKING for a secure assembly. Keep gear rack well oiled with food grade oil to
ensure free movernent.

. The head structure (Part Mo. 12005A) comes detached from the base. Slip the head into the slide gibs (Part No.

260) located on the back of the base structure. Make sure the slide gibs are oiled or greased to ensure free
vertical movement of the head structure,
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10.

11
12,

- Place removable finger lift with saw guard assembly (Part No. A211MS-AL or A211MS-SS) on the saw guide bar

(Part No. 116-18) and fasten in place with the finger lift fastener knob (Part No. 211Q).

A SHARP SAW BLADE. HANDLE WITH EXTREME CAUTION.

. Placing blade on cutter: Hang upper wheel assembly (Part No. A12003U335-6) on the hinge bracket (Part No.

71-1). Lift the nylon filler (Part No. 177). Hang blade on the upper wheel and hold with right hand. With left
hand force the back of the blade between the front blade cleaners (Part No. 131), located below the nylon filler.
Lower the nylon filler and insert the back of the blade in the upper saw guide (Part Mo. 602B). The blade has
already dropped over the lower wheel. With right hand force the back of the blade between the rear blade
cleaners (Part No. 131). The blade is now ready to be tightened. Press down on the ratchet arm (Part MNo. 10-1)
located at the rear of the base structure. Turn the upper wheel slowly by hand to ensure proper tracking of the
saw blade on the wheels. Tighten to proper tension. When the tension gauge (Part Mo. 197), located at the
bottom rear of the head becomes tight laterally the blade is at proper tension.

The side platter bracket (Part no. S12214B) is packed loose in the machine and must be installed on the left side
of the base structure with the supplied hardware and checked for proper adjustment. Stationary platter must be
flat.

The stationary platter (Part Mo. A12163-2) is placed on top of the base structure and held in place by two
push-pull hold down rods (Part No. 12212W), located at the rear of the base.

The sliding meat carriage assemnbly (Part No. A12155) is installed by turning the movable stop assembly (Part No.
A200) clockwise. After the carriage assembly is in the channel for operation, turn the movable stop
counterclockwise to lock.

Post SAFETY TIPS wall chart within easy view of operator, Keep Manual available to operatar.
Machine MUST be properly grounded. Use qualified electrician to install according to building codes.
WIRING MOTOR

(1) Interchange of current is made in motor outlet box. Leads are properly marked. Changing instructions are
on motor plate or motor outlet box,

(2) All cutters are wired 220 volts unless otherwise specified. Be sure motor specifications (voltage, cycle, phase)
match power supply line. Be sure line voltage is up to specification.

(3) Connect leads to machine in a manner that will be approved by local electrical inspectors.

{4) We recommend not less than Mo. 12 wire. If leads are too light, machine may not have sufficient cutting
power and/or speed.

(5) The V-belt is packed loose in machine to prevent deformation, and must be installed on pulleys at time of
wiring motor.

(6) The BIRO Manufacturing Cormpany is not responsible for permanent wiring, connection or installations.

NOTE TO OWNER AND ELECTRICIAN: IF THIS MACHINE IS NOT CORD
AND PLUG CONNECTED TO THE ELECTRICAL SUPPLY SOURCE, THEN IT
SHOULD BE EQUIPPED WITH, OR CONNECTED TO, A LOCKABLE,
MANUALLY OPERATED DISCONNECT SWITCH (OSHA 1010.147).

KEEP HANDS CLEAR OF SHARP MOVING BAND TYPE SAW
BLADE

A
A



13.
14.
15.

16.

17.

Make sure saw guide bar with saw guard is in its lowest position. Close head and base doors.
Push start button and check for proper phasing of motor. Blade should be travelling down through saw guide.

Watch for proper tracking of blade. Back of blade should be centered in hole in saw guide in stationary bar (Part
No. 119A). Push stop button to stop machine.

Check Placement of all warning labels, wall chart and Manual. Machine is ready for trained operators to process
product.

Contact your local Distributor or BIRO directly if you have any questions or problems with the installation or opera-
tion of this machine.

WARNING LABELS AND WALL CHART
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CLEANING

A\ WARNING

SHARP MOVING BAND TYPE SAW BLADE
TO AVOID SERIOUS PERSONAL INJURY

ALWAYS Turn Off, Unplug From Power Source and Perform Lockout/Tagout Procedure to This
Machine BEFORE Cleaning or Servicing.

ONLY Use Recommended Cleaning Equipment, Materials and Procedures.

NEVER Spray Water or Other Liquid Substances Directly at Motor, Power Switch or any Other
Electrical Components.

ALWAYS Thoroughly Clean Equipment at Least Daily.
CLEANING THE BIRO POWER CUTTER:

Disconnect electrical power to the machine before cleaning. Parts to be removed have been made accessible and can
be removed without tools. Motice in the drawing below that all parts are numbered. Each part should be removed for
cleaning in the numbered sequence shown. To ensure cleaner cuts, keep the cleaning system in good condition. Parts
on the cleaning system which should be checked weekly, and changed as required are as follows: Wheel Cleaners
(Part Mo. 179), Saw Cleaners (Part No. 131), Saw Guide in Stationary Bar (Part No. 119A), Upper Saw Guide (Part No.
602B), Lower Blade Back-Up Guide (Part Mo. S608) and Mylon Filler (Part Mo. 177).




MAINTENANCE

A\ WARNING

SHARP MOVING BAND TYPE SAW BLADE
TO AVOID SERIOUS PERSONAL INJURY

ALWAYS Turn Off, Unplug From Power Source and Perform Lockout/Tagout Procedure to This
Machine BEFORE Servicing.

NEVER Touch This Machine Without Training and Authorization By Your Supervisor.
ALWAYS Keep Hands Clear of Band Type Saw Blade and Other Moving Parts.

NEVER Bypass, Alter, or Modify This Equipment in Any Way From Its Original Condition.
PROMPTLY REPLACE Any Worn or lllegible Labels.

(SE ONLY GENUINE BIRO Parts and accessories Properly Installed.

A. GENERAL

1. Machine should be generally inspected every time it is cleaned (at least daily) to ensure that it is in good
condition and has not been damaged or tampered with.

a. SAW WHEELS: Clean outer diameter grooves daily. Check for cracks, gouges or wear on flange and
grooves.

A\ CAUTION

DO NOT IMMERSE UPPER WHEEL ASSEMBLY IN WATER

b. WHEEL CLEANER ASSEMBLIES: Check condition of fiber cleaner, change every four (4) weeks.
Check condition of tension spring, replace as needed.

c. REMOVABLE FINGER LIFT ASSEMBLY: Check condition of saw guard, make sure mounting bolts are
tight and DANGER EXPOSED BLADE decal is attached and legible. Check condition of upper saw guide
(Part Mo. 602B), replace every six (6) months. Check adjustrent of upper saw guide. Should be 145"
between back of blade and saw guide carbide.

NEVER USE THIS MACHINE WITHOUT PROPERLY INSTALLED
AND FUNCTIONING SAW GUIDE BAR AND SAW GUARD

d. SAW GUIDE BAR: Check condition of bar for coating peeling and wear, replace as necessary. Check
saw guide bar spring for proper tension. The spring should hold the bar in any desired position in its travel.
Replaces saw guide bar spring (Part No. 193) as necessary using instructions on following page.



| caw 1. Remove the finger lift fastener knob and the fingerlift assembly.
- e 2. Remove the finger lift fastener stud.
| 3. Push the saw guide bar up and out of the top of the head structure.
: 4. Rernove the saw guide bar spring.
.'—'H_ - 5. Clean and lubricate the babbitt pocket area (the square indented area that

LUBE s Snimg seats the saw guide bar spring).

6. Lower the new saw guide bar spring through the top of the babbitt pocket
area and guide the spring into position with a standard screwdriver.
(MOTE: Drawing)
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1. While holding the saw guide bar spring in position, re-enter the saw guide
bar from the top compressing the saw guide bar spring slightly until the
saw guide bar slides past the spring.

I;l kf/ 8. Replace the finger lift fastener stud, the fingerlift assembly and the finger lift

fastener knob.

9. Test by making several adjustments,

e. STATIONARY BAR ASSEMBLY: Check condition of nylon filler (Part No. 177), change every four (4)
weeks. Check condition of saw guide (part Mo. 119A), check tracking of blade through guide, back of
blade should be centered in hole, replace every six (6) months. Check condition of lower blade back-up
guide (Part Mo. S608). Check adjustment of back-up guide, should have 142" gap between back of blade
and saw guide carbide. Replace every six (6) months.

f. SAW CLEANERS: Check condition of blade cleaners, replace every four (4) weeks.

g. RATCHET ASSEMBLY: Check for smooth operation through full range of travel. Check condition of
trigger spring, replace as necessary.

h. SLIDE GIBS: Check that head structure moves freely up and down. Check for side to side and fore to aft
slop. Adjust as required. Grease every four (4) weeks,

i. MEAT GAUGE ASSEMBLY: Check free movement of meat gauge plate on gear rack. Gear rack to be
kept lubricated at all times with light food grade oil. Check operation of release handle. Check that worm
gear engages properly with gear rack. Check tension of release handle spring, replace as necessary.

j. MEAT CARRIAGE ASSEMBLY: Check for free movement through full range of travel. Check for side to
side slop, adjust as necessary. Check condition of bearings, replace as necessary. Check condition of
thumb guard, replace as necessary.

k. SAFETY ITEMS: Safety end cut pusher plate with machine and accessible. All warning labels present,
properly affixed and legible. Model and Serial Number plate properly affixed and legible. Wall poster
within operators view from machine. Manual accessible to operator.

B. LUBRICATION

1. UPPER WHEEL BEARIMNGS: Grease every four (4) months. Change grease every twelve (12) months.
2. LOWER BEARIMG HOUSING: Grease every four (4) months. Change grease every twelve (12) months,
SLIDE GIBS: Grease every four (4) weeks.

MEAT CARRIAGE BEARINGS: Grease every four (4) weeks.

SAW GUIDE BAR: Qil daily with food machine oil.

MEAT GAUGE GEAR RACK: Oil daily with food machine oil.

=



C. SAW GUIDE BAR AND SAW GUARD

The factory recommends that when service is performed on any BIRO SAW the servicing agency be sure that the
BIRO SAW is equipped with the most current safety features available.

MODEL 22 SAW GUIDE BARS AND SAW GUARDS
All Model 22 Units Prior to Serial Number 25900 (1967)

The SAW GUIDE BAR used on original equipment measured 1434" long. The (ltem #211 O/S) FINGER LIFT held
the (ltem #17-0) SAW GUIDE BEARIMNG BRACKET that held the (ltem #228) SAW GUIDE BEARING. The (ltem
#255) SAW GUARD attached directly to the SAW GUIDE BAR. Any itermns required for these units should be replaced
by (item #A116-18AL) SAW GUIDE BAR ASSEMBLY, (Item #193) SAW GUIDE BAR SPRING and (ltem #660) SAW
GUARD ON HEAD DOOR (see adjacent page).

Serial Number 25900 (1967) to Serial Number 29423 (1975)

The SAW GUIDE BAR was not drilled across the width. The (ltem #255MS) SAW GUARD was now attached to the
(ltem #211MS) FINGER LIFT. The (ltem #17-0) SAW GUIDE BEARING BRACKET and (ltern #228) SAW GUIDE
BEARING were replaced by the (Item #601) SAW GUIDE BRACKET and the (ltem #602B) UPPER SAW GUIDE. When
replacing any items on these units the factory recommends the complete UPPER SAW GUIDE BAR ASSEMBLY (ltem
#A116-18AL) be installed along with a new (Item #193) SAW GUIDE BAR SPRING. The (ltem #660) SAW GUARD
ON HEAD DOOR (see adjacent page should be attached to the head door.

Serial Numbers 29423 On (1975 to current)

The SAW GUIDE BAR has been increased to 184" and drilled and tapped through the one inch width. The (ltem
#211M5S) FINGER LIFT was redrilled to mate to the (ltem #211D) FASTENER STUD. The GUARD (ltern #12662-AL)
now attaches directly to the FINGER LIFT along with the (Item #601) BRACKET and (Item #602B) GUIDE. The (ltem
#211Q@) FINGER LIFT FASTEMER KNOB holds the entire finger lift assembly to the guide bar. The (ltem #660)
HEAD DOOR GUARD is standard equipment (see adjacent page) and nests with the (item #12662-AL) GUARD.

Once again, (ltem #A116-18AL) UPPER SAW GUIDE BAR ASSEMBLY is currently standard and is applicable to any
Model 22 in the field.

The (ltern #660) HEAD DOOR GUARD can be attached to all BIRO Model 22 units produced before and after serial
number 25900,
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NOTE:

SERIAL NO. WHEN
ORDERING PARTS

13
16112

SEE #A12003U335
UPPER WHEEL
AND HINGE PLATE
ASSEMBLY

SEE #A5415D-2
STATIONARY
BAR ASSEMBLY

SEE #12155

MEAT CARRIAGE
ASSEMBLY

S7-0

@

6808-G
7810-G

SEE #A12120 ]
CHANNEL
ASSEMBLY

200 _Jfff

311
304

-ALSO SEE'__“HMHREH
#Alell2 !

—

ALWAYS REPORT MACHINE

=NOT SHOWN-=

SEE #AS12290
FOR FREONT
CLEANING UNIT
ASSEMBLY

@

708
211
1738

SERIAL NO. 36101 ON

71-1 248

Al6014U

AlE014L

12003
ALSO SEE
#4360

1’\

120064
S12006

o]

i//r“ 660

120030
-ALSO SEE-
#A12003U335

SEE #Al2273-275-2
MEAT GAUGE,

GEAR RACK AND
BRACKET ASSEMBLY

c2/2-10
12273RH

lggve-2

-NOT SHOWN-

SEE #asS12132
FOR REAR
STEEL CLEANER
ASSEMBLY

249
24£R

s12217r-2

le23z-2




NOTE»
SERIAL NO. 35301 ON ALWAYS REPORT MACHINE SERIAL

NO. WHEN ORDERING PARTS.

12005A
512005C

12301 ——————

401

SEE #A12275 SEE #Al116-18AL

MEAT GAUGE Or #Al116-1855
PLATE ASSEMBLY spa\W GUIDE BAR

AND FINGER
12212W LIFT ASSEMBLY
2l12CP

\ 256P
| 12302
N \ 12155

sa3s
(NOT SHOWND AL2l63-1
% S [T A12163-2-E2
SEE #A196 \\ — |
TENSION SPRING NT—~—_
ASSEMBLY AS415]-2 220
T—
SEE #A19 -
RATCHET
ASSEMBLY 1 S1ze14B
| SEE #A360
LOWER BEARING
) gg:smg'i HOUSING ASSEMBLY
,. WITHOUT WHEEL
/& GUIDE
260 T~ 12051AL
' 280 — \
159
155-1 221-S1ZE
I
SEE MOTOR LIST — —
BACK PAGE FOR 4-J0AL
HP, VOLTAGE —
AND PHASE ggjﬁ gg:ﬁ
HN20S HN25S
~ = HHS065S  HHS080S
S12239-2 \_ LW1SS LW25S
239-832-1 —— “— S239-B40 S239-B30-1 FW10S FW08S
— NOT SHOWN —
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